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7 full high expansion slots

PS2 regular or Mini-Redundant power supply

ATX 12°x9.6”
MB form factor

Top cover

6 x5.25” ODD ba
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Easy Swap fan / RIFXERRET /| HLRENLLT 72

Two easy swap 120mmx25mm fan brackets
as standard

IPC-G4068 4U EnergySaving Server Chassis

HBELAENRMEHmA=5 v IOy M —N—
ErRAETREeTEiE E3EMEEETEME

Drive Bay Install /| FREEZRE | HRRXAEE

Two easy swap 80mmx25mm fan brackets as standard
(80mmx25mm fans are option)
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Three 5.25" ODD bay
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www.PlinkUSA.com

Three 5.25” ODD bay

Removable dust filter / TT4FBHEM / F AN 7 1 )LX— W Control Panel / BIEMRZBFINE / 7O NSXIILEE
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Step 1: Remove this air filter metal bracket
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Step 3: Put back to the position
Step 2: Clean the dust out of the air filter after cleaning dust.

b B

LCD Display

GreenSaving Intelligent Server System
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Slide rail
s asoption

Two USB ports

1:Switch testing fan
2:Temp circulation
3:Centigrade and Fahrenheit switch

4:HDD LED

or /
/ Rear mounting kit
as option

5:LAN LED

6: Power LED
7: Power Bullon
8: Reset Button

EnergySaving

Global 3 years warranty




